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4HSSP0.75-50(D)

4HSSP1.5-50(D)

4HSSP2.2-80/100

4HSSP3.7-80/100

4HSSP5.5-100

4HSSP7.5-100

4HSSP15-150

* The above dimensions may vary slightly depending on production.
* Please contact us for automatic detachment type.
* For models with 2-pole specifications, please contact us separately.
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HSSP
Submersible
Spurt Pump

STS410

SSC13

SS400/STS304

· A single vane mpeller structure for easy to transport larger solids
· Stainless steel impller as standard for corrosion resistance
· Double mechanical seal for tightening waterproof
· Easier maintenace withe automatic discharge connector

Transport of sewage and containing haevy slurry
Sewage transport from septic tanks and sanitary facilities
Transport of solids from residential area and sewage 
treatment plants
Intermediate manhole pump station

0

4

8

12

16

20

24

28

32

0 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0 4.5

80/100

100

150

8

8

9

13

3

35

65
4

A single impeller

4HSSP0.75-50(D)

4HSSP1.5-50(D)

4HSSP2.2-80/100

4HSSP3.7-80/100

4HSSP5.5-80/100

4HSSP7.5-80/100

4HSSP11-150

4HSSP15-150

220V/

Three
phase 
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